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The Verandah Brochure

Ask for our other 
brochures -  
 
How To Build A 
Bullnose Verandah 
 
Window Awnings

Carports Kits

Gate Post 
Capitals

Post Corner 
Brackets

Turned Post 
Profiles

Gable 
Finials

Hallway ArchesFrieze &  
Baluster Motifs

THE CONTENTS OF THIS BROCHURE IS THE SUBJECT OF COPYRIGHT, THE RIGHTS OF WHICH ARE 
OWNED BY LYREBIRD PRODUCTS PTY LTD TRADING AS LYREBIRD ENTERPRISES 2006

Inside:

How to finish off your verandah - and home - in style
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Turned Dropper

90 x 45 mm
1200 mm

BB141

10 11 12 13 14 15 21 16 17

Turned Posts
90 x 90 mm or
115 x 115 mm
2.4, 2.7  
or 3.0 mm
Hand turned
from LOSP (H3)
treated pine

Facia Support 
Bracket

90 x 35 mm
900 mm

BB120

All pine 
decorative 

items shown 
on these pages 
are LOSP (H3) 

treated to resist 
rotting and 

borers. An oil 
based primer 
needs to be 
used before 

applying acrylic 
paint.

Frieze & Baluster Slat Motifs
A     D     E     F      H     K     G      P     T

A     D     E     F      H     K     G      P     T

65 x 42 mm or
85 x 42 mm

Handrail

Motif Slat
90 x 19 mm

Bottom Rail
65 x 32 mm

Filler
19 x 12 mm

42 x 19 mm
Plain Slat 42 x 42 mm

Frieze Rail

Posts, 
Frieze &
Balusters
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Post Corner Brackets

BB115
Length: 345mm
Height: 345mm
Thickness: 35mm
Edge: Reeded

BB151
Length: 400mm
Height: 280mm
Thickness: 35mm
Edge: Moulded

BB176
Length: 450mm
Height: 300mm
Thickness: 35mm
Edge: Straight

BB152
Length: 400mm
Height: 280mm
Thickness: 35mm
Edge: Moulded

BB109
Length: 400mm
Height: 400mm
Thickness: 35mm
Edge: Reeded

BB123
Length: 400mm
Height: 400mm
Thickness: 35mm
Detail: Buttons

BB136
Length: 350mm
Height: 350mm
Thickness: 35mm
Edge: Reeded

BB134
Length: 350mm
Height: 350mm
Thickness: 35mm
Edge: Moulded

BB174
Length: 350mm
Height: 350mm
Thickness: 35mm
Edge: Moulded

BB126
Length: 280mm
Height: 280mm
Thickness: 35mm
Edge: Reeded

BB129
Length: 280mm
Height: 280mm
Thickness: 45mm
Edge: Moulded

BB114
Length: 280mm
Height: 280mm
Thickness: 45mm
Edge: Moulded

BB113
Length: 250mm
Height: 250mm
Thickness: 45mm
Edge: Moulded

BB106
Length: 250mm
Height: 250mm
Thickness: 45mm
Edge: Moulded

BB104
Length: 210mm
Height: 210mm
Thickness: 35mm
Edge: Moulded

BB111
Length: 175mm
Height: 250mm
Thickness: 45mm
Edge: Straight

BB125
Length: 140mm
Height: 220mm
Thickness: 35mm
Edge: Straight

Eaves 
Brackets

Lyrebird Enterprises has always produced a range of quality 
reproduction and contemporary brackets. Based on classic 
designes and developments in modern building design, these 
brackets will increase the beauty and value of any home. The 
products shown here are hand finished from solid pine, then 
treated with LOSP to resist rotting and borers.

BB181
Length: 400mm
Height: 280mm
Outer: 35mm
Inset: 19mm

We have 9 
BB181 motifs 

available, 
matching 
those in 

the frieze 
slats. When 

ordering, 
please quote 

the motif.

OR
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Lyrebird’s hallway arches are made from clear 
pine, ready for staining or painting. They come 
in a set of 3 - 2 corner pieces and the dropper. 
 
Sets are made to suit 3 spans:

900 to 1100mm (700 high) • 

1100 to 1500mm (900 high) • 

1500 to 2000mm (1000 high)• 

Gable Frieze & Finials

Gable Finials
70 x 70 mm
600 mm
to 1500 mm

C
P

Hallway Arches

Gate Post Capitals

Type A
Shown here:

1300 x 900 x 42 mm

Type B
Shown here:

1300 x 900 x 42 mm

Type C
Shown here:

1300 x 900 x 42 mm

Type S
Shown here:

1300 x 900 x 42 mm

Suits low 
pitched roof

Heritage Profile

Maximum width of an assembled unit is • 
3100mm 

Made from LOSP(H3) treated pine, 35mm • 
thick

Ball Acorn Gothic Windsor
Ex 4”

WindsorBall
Ex 5”

These 2 gable fretwork profiles come as fully assembled 
units, ready to be fixed under your gable roof.  

 
Simply quote the dimensions A and 

C, or either of these dimen-
sions with a reasonably 
accurate roof pitch.

Sunrise Profile
Suits high 
pitched roof

Don’t forget to ask 
for our brochure -  
 
Window Awnings

The top rail of the corner pieces is 
trimmed to suit the width of your hallway 
or door opening, and the dropper is 
slipped over the cuts to hide the joint and 
finish it off beautifully.

Your Lyrebird Enterprises distributor is:


